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Female Coupling Male Coupling Female Tee Male Tee

DSKO025 20x1/2 DSKO031 20x1/2 DSK037 20x1/2 DSK043 20x1/2
DSKO026 25x1/2 DSKO032 25x1/2 DSK038 25x1/2 DSKO044 25x1/2
DSKO027 25x3/4 DSKO033 25x3/4 DSK039 25x3/4 DSK045 25x3/4
DSK028 25x1 DSK034 25x1 DSK040 32x1/2 DSK046 32x1/2
DSK029 32x3/4 DSKO035 32x3/4 DSKO041 32x3/4 DSK047 32x3/4
DSK030 32x1 DSK036 32x1 DSK042 32x1 DSKO048 3951

—
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Female 90° Bend Male 90° Bend Insert Chamfering Machine
DSK049 20x1/2 DSKO055 20x1/2 DSKO061 20 DSK064 20&258&32
DSK050 25x1/2 DSK056 25x1/2 DSK062 25

DSKO051 25x3/4 DSK057 25x3/4 DSK063 32

DSK052 32x1/2 DSKO058 32x1/2

DSK053 32x3/4 DSK059 32x3/4

DSK054 32x1 DSK060 32x1

INSTRUCTION

- =

1.Cutting 2.Push 3.Finish. 4.Disassembly
Cut the tube neatly, chamfer Push the tubing and fitting Press and hold the sleeve
the edge to remove the burr, together to the depth mark. and pull out the tube.

and mark the tube with the
correct insertion depth.

Note: After the installation, it is recommended to test the water pressure of 1.2Mpa and holding pressure at one hour.
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Donsen® PPR PUSH-FIT FITTINGS Donsen® PPR PUSH-FIT FITTINGS

- Stable performance, environmentally friendly and non-toxic
304 stainless steel reinforcement, tightly locking pipe, durable, double-layer EPDM seal, deepening the sinking to increase stability, pipe fittings can

. . ) i . ) A. PP +30g.f For Disassembly And Assembly Of Pipes
be repeatedly disassembled,main body with 100% imported Hyosung raw materials, safe and sanitary;

- Itis efficient to disassemble and assemble. B: 304 Stainless Steel Retaining Ring

3 seconds inline or dismantling, no need for hot melt, glue and other professional tools or skills,easy to learn, improve the efficiency of manual work;

- Super compatible, flexible C: Food Grade Epdm, Double V Structure Anti—off O—ring

Applicable to all types of pipes, can be connected to PPR, PEX, PE, PVC, PERT and other pipes that meet the national standard, and can be used D
for efficient and rapid construction under harsh or narrow space;

. All Hyosung Materials Main Body

- Beautiful appearance, quality assurance
The shape of the product adopts advanced foreign elements, and the DONSEN typeface and production date information are printed on the body
to facilitate product quality traceability.

- The product can be used for surface mounting or burying, indoor or outdoor, suitable for pipeline connection such as PPR, PE, PERT, CPVC, UPVC.
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- Widely used in household water supply systems, agricultural irrigation systems, floor heating systems, garden systems, coal mine pipeline systems,
equipment waterway systems, water leakage repairs in field pipelines, temporary water use in the field, and narrow space installations;

- Not suitable for chemical oil, fuel, compressed air applications; Coup"ng Tee 45°Bend 90°Bend
PRESSURE OF PPR PUSH-FIT FITTINGS TECHNOLOGY REQUIREMENT DSK001 20 DSK004 20 DSK007 20 DSK010 20
Product pressure rating PN1.6MPa, the highest test pressure is 2.4MPa pipe connecting insertion depth DSK002 25 DSK005 25 DSK008 25 DSK011 25

working pressure working temperature outer diameter pipe size insertion depth DSKO003 32 DSK006 32 DSK009 32 DSK012 32
0.8Mpa 20°C dn20mm 45mm
0.4Mpa 65C dn25mm 45mm
dn32mm 50mm

OUTER DIAMETER PIPE SIZE

N (i) Y 22 g2 pipe minimum | —, V ‘ P
i Outer diameter Limit size(mm) | Outer diameter Limit size(mm) | Outer diameter Limitsize(mm) | wall thickness | =~

C

material
erl standard min max min max min max (mm)

PPR | GB/T 187422 20.0 20.3 25.0 25.3 32.0 32.3 =2 <0.1 Reducing Coupling 90°Reducing Bend Reducing Tee Bridging Bend

PE | GBIT 13663 20.0 20.3 25.0 253 320 323 =2 <01 ITEM.No. SIZE ITEM.No. SIZE ITEM.No. SIZE TS SIZE
PEX GB/T 18992.2 20.0 20.3 25.0 25.3 32.0 32.3 =2 <0.1 DSK013 25x20 DSK016 25x20 DSK019 25x20x25 DSK022 20
CPVC | GB/T 189932  20.0 20.3 25.0 25.3 32.0 32.3 =2 <0.1 eI Bl DLy e DSK020 32x20x32 DSK023 25

DSK015 32x25 DSK018 32x25 DSK021 32x25x32 DSK024 32

UPVC | GB/T 10002.1 20.0 20.3 25.0 253 32.0 32.3 =2 <0.1
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